3 MEADE

INSTRUMENTS

DEEP SKY

I M A G E R

MONOCHROME I V

SV (COLOR) DSV (MOMOCHROME)

Froduct Mumber B30 Bz

UPC | 7 00042 90030 6 | 7 09942 99540 2
Image Sensor Panasonic MMN3A230PL Panasonic MN34230
Pixels | 16 Megapixels

Pizel Size {in microns) 3.8pm = 3.5m

A/D Conversion | 100r 12 ADG

Frames per Second/Resalution Z3 fp= at full reaolution @-bit mode)

Shutter | Electronic Rolling Shutter

Min/Max Expozure Time MIM: 015  MAX: 36005

Goaling | Two-Stage Reguisted Themo-Electric cooling

Marmary Onboard DDRAM memory

Mounting Type | Ma2x0.75

Interface Type USE 2.0 ar 3.0

Back Focus Distance | 17.5mm

Image/Video Formal JPEG; BITMAR FITS ¢ SER, Ay

Binning | 11, 2x2, 3x3

Spectral Rangs A{5-E680nm fwith IR-caut filker)

Guide Port | Nawe

Built-in USE Hub 22 USE 2.0 ports

Power Supply | + DG 5V gver PG USE Port  « Extemal Power Adapter for Gooling System, DG12V, 34
Software Meade SkyCapture (C0-ROM Included)

Accessorias | » High-speed USH 3.0 cable * AC Adapter » Hard Camry Case
Product Wisight 1.51 lbs.

Product Dimensicns 34723275407

BIMIMLIM SYSTEM REQUIREMENTS

Operating System = Microsoft Windows XP S Vista/ T /B 10 (32 264 Bit) = Mac OS5 X = Linux
CPU Requirements Equal to Intel Core2 2.8GHz or Higher

Mamory & UISE Port = 2GB or More =I5B 3.0
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